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Title 33
Environmental Quality
Part I11. Air

Chapter 25. Miscellaneous Incineration Rules
Subchapter D. Crematories

§2531. Standards of Performance for Crematories

A. The provisions of this Subchapter apply to al new, modified, reconstructed; and
existing crematories used in the disposal of Type IV wastes and their appropriate containers.

B. Definitions. Termsused in this Section are defined in LAC 33:111.111 of these
regulations with the exception of those terms specifically defined below as follows:

[See Prior Text]
Crematory—any furnace or incinerator used in the process of burning Type IV

waste for the purpose of reducing the volume of the waste by removing combustible matter and
vaporizing of m0| sture through the appllcatlon of heat

Type 1V Waste—human and animal remains consisting of carcasses, organs, and
solid organic wastes comprising up to 85 percent moisture and five percent incombustible solids.

* k% *

[See Prior Text in C-D]

1. Any new; or modified;-er-reconstructed facility regulated under Subsection A
of this Section for which a complete application for a permit to construct was received after
October 20, 1994, shal comply with all of the requirements of this Subchapter before operation
may commence.

[See Prior Text in D.2-2.4]
b. control equipment requirements of Subsection G of this Section shall be
complied with no later than one year after promulgation of this regulation;_and
c. incinerator physical parameter requirements of Subsection H of this
Section shall be complled W|th no Iater than two years after promulgatlon of thls regulatl on:-and
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* k% *

[See Prior Text in G-H]

1. Any facility regulated under Subsection A of this Section which commences
construction;_or modification;-ert+ecoenstruction after October 20, 1994, shall provide design
calculations to confirm a sufficient volume in the secondary (or last) chamber combustion zone to
provide for at least a 1.0 second gas residence time at 1800°F. Primary chamber and stack shall
not be used in calculating this residence time. The actual operating temperature of the secondary
(or last) chamber combustion zone will be not less than 1600° F throughout the combustion
process. The primary chamber shall not be charged unless the secondary (or last) chamber
combustion zone temperature is equal to or greater than 1600°F.

* k% *

[See Prior Textin H.2]

F F . . ’ I |I I . |.
—3—Recordkeeping and Reporting
1. The facility owner/operator shall maintain the following records on the facility
premises at al times, and present them to an authorized representative of the department upon
request:

a. application approval records and permit to construct/operate;

b. al other necessary permits and authorizations from local and/or other
state regulatory agencies,

C. equipment maintenance records,

e—copies of al test results;

fe. daily record of the number of hours of operation; and

gf. al records of upset conditions with time and duration of upset noted.
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2. A copy of all test results shall be submitted to the Louisiana Department of
Environmental Quality, Air Quality Division for review and approva within 45 days of completion
of testing.

KJ. Testing

1. All crematories with a design charge rate greater than 500 pounds per hour
shall conduct emissions testing within 180 days of initia start-up to verify compliance with
Subsections E.1-2 and F.1 of this Section using the following test methods:

a. Method 5 - Determination of Particulate Emissions from Stationary
Sources (40 CFR part 60, appendix A, as incorporated by reference at LAC 33:111.3003);

b. Method 10 - Determination of Carbon Monoxide Emissions from
Stationary Sources (40 CFR part 60, appendix A, as incorporated by referenceat LAC
33:111.3003);

c. Method 9 - Visua Determination of the Opacity of Emissions from
Stationary Sources (40 CFR part 60, appendix A, as incorporated by referenceat LAC
33:111.3003); and

d. other tests which may be added at pretest meetings.

2. The owner/operator shall provide the department at least 30 days prior notice
of any emission test to afford the department the opportunity to conduct a pretest conference and
to have an observer present. The department has the authority to invalidate any testing where
such notice is not provided.

AUTHORITY NOTE: Promulgated in accordance with R.S. 30:2054.

HISTORICAL NOTE: Promulgated by the Department of Environmental Quality, Office
of Air Quality and Radiation Protection, Air Quality Division, LR 20:1107 (October 1994),
amended LR 22:1127 (November 1996), LR 22:1212 (December 1996), LR



